
The VIAIR® TLC Inflator can be used for airing up bike and vehicle tires, as well as adding compressed air to any 
inflatable item with a valve stem. It comes with a pre-installed Quick-Connect Stud for air hose connection and a 
normally closed Quick-Connect Coupler for connecting various inflation attachments.    

1.	 Connecting	the	TLC	inflator: 
Select an inflation attachment and connect it to the TLC Inflator Quick-Connect Coupler. Then, connect the 
Inflator to an air hose by inserting the Quick-Connect Stud into the air hose coupler. 

2.	 Inflating/Deflating	Tires: 
To inflate, squeeze the Inflation Trigger by pressing it towards the handle of the inflator, this will allow air to flow 
into the tire. To deflate, press the Bleeder Valve located on the side of the body, this will release air from the tire.

3.	 Checking	Tire	Pressure: 
To check tire pressure after inflation/deflation, simply release the Inflation Trigger or the Bleeder Valve. This 
will allow the needle in the gauge to settle and show the accurate pressure reading. You can also check tire 
pressure by simply connecting the TLC Inflator to a tire valve stem.

4.	 Storage:	 
Always store the TLC Inflator in the carry bag provided to protect it from impact or damage.      

WARNING:
•  Never operate at any pressure exceeding the max reading on the gauge. 
•  Use caution when attaching or removing air chuck from valve stems.  
•  Always ensure that tire valve stems are tight before inflating.
•  Never inflate any tire or other inflatable past its rated pressure to avoid explosion, possible injury or death.. 

WARNING: Not intended for use with regular portable compressors (units meant to be operated with an open-
ended air chuck). The TLC Inflator is equipped with a close-ended quick coupler (will hold pressure back). 
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LIMITED WARRANTY:
VIAIR® Corporation warrants this product, when properly installed and under normal conditions of use, to be free from defects in workmanship and materials for a 
period of one year from its original date of purchase. To receive warranty service or repair, please contact VIAIR® Corporation.  

For complete warranty details, please visit: www.viaircorp.com/warranty

PLEASE NOTE:
THIS WARRANTY COVERS PRODUCT DEFECTS ONLY; IT DOES NOT COVER INCIDENTAL OR CONSEQUENTIAL DAMAGES AS RESULT OF MISUSE OR ABUSE. 
This Manual is proprietary to VIAIR® Corporation and no ownership rights are hereby transferred. No part of the Manual shall be used, reproduced, translated, converted, 
adapted, stored in a retrieval system, communicated or transmitted by any means, for any commercial purpose, including without limitation, sale, resale, license, rental 
or lease, without the prior express written consent of VIAIR®.

VIAIR® does not make any representations, warranties or guarantees, express or implied, as to the accuracy or completeness of the Manual. Users must be aware 
that updates and amendments will be made from time to time to the Manual. It is the user’s responsibility to determine whether there have been any such updates or 
amendments. Neither VIAIR® nor any of its directors, officers, employees or agents shall be liable in contract, tort or in any other manner whatsoever to any person 
for any loss, damage, injury, liability, cost or expense of any nature, including without limitation incidental, special, direct or consequential damages arising out of or in 
connection with the use of the Manual.

*Tolerance: ± 3%
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